
Optimise your subjective refraction with 
the ZEISS VISUSCREEN 100 or 500

What is the ZEISS VISUSCREEN 100 / 500? 

An advanced visual acuity LCD chart available either with red/green separation (VISUSCREEN 100) or with the renowned Polatest® technology 

from ZEISS (VISUSCREEN 500). 

What is it used for?

This is a system for fast, accurate monocular and binocular vision assessment. The ZEISS VISUSCREEN 100 / 500 comes with a variety of vision 

tests to perform monocular and binocular testing with different test charts, as well as special tests for children. ZEISS VISUSCREEN 100 / 500 

has an extensive range of tests available but it is still very easy and intuitive to use.

Personal workflows allow the compilation of different test chart sequences based on preferences. ZEISS VISUSCREEN 100 / 500 can be easily 

combined and upgraded with VISUPHOR® 500 from ZEISS, a digital phoropter, to streamline the workflow in the examination room and create 

a professional environment for patients.

The system is operated via an iPad. Thanks to its WLAN capabilities, cables are kept to a minimum, allowing you to completely concentrate on 

the refraction procedure: 

 Select patients from a daily worklist or simply start the refraction 

   Upload pre-sets from ZEISS autorefractors and lensmeters or access input from a patient database 

 Choose from a wide range of optotypes and preconfigure your favourite test workflow.

www.zeiss.co.uk/vision

Features Benefits

Simple touch screen control
Easy to use, with the fully integrated Graphical User Interface (GUI), the acuity screen 
can be controlled with an iPad as one subjective refraction unit when coupled with the 
ZEISS VISUPHOR 500.

Designed to function harmoniously with the 
ZEISS VISUPHOR 500 automatic phoropter

Easy and fast refraction.

Choice of acuity chart systems
The acuity chart system features over 20 tests for accurately assessing monocular and 
binocular vision, and can also be operated as a stand-alone device if you prefer to work 
with a trial lens set or a manual phoropter.

Fits into small exam rooms with a distance of 
1m in indirect use, and the size of optotypes 
adjusts automatically to the distance

Suitable for smaller practices with restricted testing space.

Simplicity best describes the handling experience of this ZEISS subjective refraction system. Its clear, uncluttered 
user interface puts the control elements you need directly at the centre of focus.


